
WHAT’S NEEDED - 4 Helpers, 2 Pieces of 1.5” PVC Piping
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STEP 4 

Blue and Orange helpers gently lower the tub onto the first and then second 
PVC pipes you laid down to begin the installation. Noting that one Blue helper 
is still bracing the Spa Level-R.  
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STEP 5 
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Orange helper slowly pushes the hot tub, rolling it on the PVC pipes, into it’s final 
resting position.

BRACING THE 
SPA LEVEL-R

Place one helper at the “top of the hot tub” side (Orange helper), and three 
helpers on the “bottom of the hot tub” side (Blue helpers), 

Carefully stand the hot tub on end 2 feet from the edge of the Spa Level-R. 
Make sure the bottom of the tub is facing the platform (as pictured) and lined 
up where your want the tub to be placed.

Lay two 1.5” pieces of PVC piping, slightly wider than the measurement of your 
hot tub, onto the Spa Level-R. The PVC pipes should be placed 3’ apart with the 
first pipe being placed 3-5” from the edge of the Spa Level-R (as pictured 
above).

Place one Blue helper at the back of the Spa Level-R to brace it from sliding 
as the Orange helper slowly pushes the hot tub to the other two Blue 
helpers. 

STEP 6

SLIDE THE PVC 
PIPES OUT

With three Blue helpers lifting the hot tub up from one end (pictured), the 
Orange helper will quickly slide the PVC pipes off the Spa Level-R and out 
from under the hot tub. The three Blue helpers will then gently lower the hot 
tub back onto the Spa Level-R. 

CONCRETE PAD



NEVER push the hot tub once it has been placed onto the Spa Level-R and 
the PVC pipes have been removed as the leveling glide legs are 
susceptible to bending. Each leveling glide is rated for 4000 lbs. of pressure 
straight down, not side to side.

To avoid the need to do so, make sure your Spa Level-R and hot tub are in 
their final resting positions before removing the PVC pipes.

If slight positioning adjustments are needed, please do so when the PVC 
pipes are still under the tub and on top of the Spa Level-R. Simply roll or 
slide the hot tub to align it with the platform. Only when you’re happy with 
your positioning should you remove the PVC pipes.   


